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NON-ELEC PAPER LANTERN 
 

No experience of electrical wiring is required to install this pendant. 
 

Contents - 006I72001 
 
1 x  Non electrical paper lantern 
1 x  Bulb protector 
1 x  E27 / B22 max 25 watt bulb - not supplied 
 

 

You can use this paper shade on existing 
electrified pendant with Bayonet 
connector (B22) lamp holder. 
Never us a paper shade with or near an 
open flame. 
Keep out if children’s reach. 

Using existing electrical B22 lampholder. 
Allow the old bulb to cool down before  
handling. Switch off at the fuse board 
remove existing light bulb from lamp holder.  

 
Remove lower half of lamp holder, ensure 
lamp holder is not damaged and cable 
connections are sound. 

1)  Place all 
components parts on a 
clear surface which has 
been covered to protect 
this product. You may 
need to cut along the 
perforated slots on the bulb protector for E27 bulb. 
Slide bulb protector on the threaded bulb holder 
and tighten the shade ring to keep it in place. 

2) Interlock all four ends 
from the outside to inside to 
form a cylindrical shape. 

3) With distance 
protector in position, 
fit the bulb, maximum 
25 watt, Golf Ball. 

4) Gently open the metal ring.  
Insert the electric cable with distance 
protector from step 3 into the lantern 
through the metal ring and close it. 

5) Bring both sides of the lantern 
with magnets to close the lantern.  

6) Adjust magnets 
appropriately to avoid open gaps in 
the join.  
 

7) Your lantern is now ready for use. Lamp replacement:  
Ensure mains supply is switched off at the fuse 
board. 
Locate the join and gently separate whilst taking 
care not to damage the paper lantern. 
Replace lamp and reassemble the paper lantern. 

 
Make sure the electricity is switched off at the fuse board before removing old bulb 


